


Display 2.3 inch / 4.0 inch LED 7 segment display.

Model 1: HH:MM

2: HH:MM:SS 

3: HH:MM  DD:MM:YY

4: HH:MM:SS DD:MM:YY

All model should be configurable through command.

Accuracy *+/- 1 seconds with respect to UTC/www.india-time.com or �

Synchronize to GPS as per model with accuracy should be �+/- 1 second.�

AM /  PM indication AM / PM LED indication.

Communication Ethernet / RS-485 Master Slave / GPS Master with ��

slave (RS485 base) / GPS Master with slave Ethernet.�

Compatibility with MODBUS clock. (Required all register mapping)

Controller Power of ARM 32 bit controller

Time Format 24 Hrs Modes and 12 Hrs Mode. (Settable through Slide �

switch and protocol command and through menu as well).�

Synchronization Mode NT Server / GPS master clock / Ethernet Master clock / RS �485 Master clock.�

Environmental Ratings 0 - 50° C

Mechanical 2.3inch display (311mm X 114mm X 60mm) wall mount.

Enclosure material MS powder coated OR SS304 material (As Per order)

Mounting 2.3 inch / 4 inch digit Wall mounts.�

2.3 inch/ 4 inch flush mount 50mm depth puff panel. 

Operating Voltage 220VAC, 50 Hz  30 W / POE / 12VDC 1Amp


